KABELSCHUTZ SYSTEME
CABLE PROTECTION SYSTEMS

FLEXAhightemp

Feuerschutzschlauch
Fire Protection conduit
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FLEXAhightemp Feuerschutz

-50°C... +350°C A +700°C

-50°C... +350°C A +700°C

-50°C... +300°C

FLEXAhightemp

Feuerschutzschlauch

Calciumsilikat-Geflecht mit

Fire protection conduit

Calcium-silicate-braiding with

SI-Mantel Sl sheathing

FLEXA No. AD NW %
2 i

rot red 0 mm kglm m
12061 809 010 17 10 10,0x17,0 0,119 15
12061 809 015 21 15 15,0x22,0 0,209 15
12061 809 020 27 20 20,0 x 27,0 0,213 15
12061 809 022 22 22,0x29,0 0,239 15
12061 809 025 25 25,0x32,0 0,291 15
12061 809 030 36 30 30,0 x 37,0 0,342 15
12061 809 035 35 35,0 x 42,0 0,390 15
12061 809 040 45 40 40,0 x 47,0 0,380 15
12061 809 050 56 50 50,0 x 57,0 0,733 15
12061 809 060 60 60,0 x 67,0 0,750 15

FLEXAhightemp Wickelband FLEXAhightemp Tape

Band mit fester Webkante

Tape with tightly woven selvedges

FLEXA No. Breite Starke
width thickness @
rot red 2 kgm m
12061 899 025 25 2-3 0,040 10
12061 899 050 50 2=3 0,080 10
12061 899 075 75 2-3 0,120 10
12061 899 100 100 2-3 0,170 10
FLEXAhightemp Klebeband FLEXAhightemp Wrapping Tape
fur FLEXAhightemp for FLEXAhightemp
Feuerschutzschlauche fire protection conduits
FLEXA No. Breite
width @
rot red ] kg|m m
12061 898 025 25 0,020 9
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Metall-Sicherheitsverschraubung
gerade, AuBengewinde

inkl. Innentiille, Dichtring oder
Messing-Druckring [MSD] und O-Ring

FLEXAhightemp fire protection

Metal connector, safety-type
straight, outer thread

incl. ferrule, sealing or

brass thrust collar [MSD] and O-ring
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§ -40°C...+250C

us—-m
0 Metr. ol oB C D SW1 SW2 kg|100 St.
EN 60423 mm mm mm mm mm mm mm pcs.
10 M10x1,0 7x10 6,0 19,0 10,0 31,0 15 17 1,390 50
14 M12x15 10x14 8,5 23,0 10,0 33,0 19 21 2,140 50
17 M16x15 13x17 11,0 27,0 10,0 33,0 23 25 3,000 50
21 M20x15 17x21 15,5 31,0 10,0 33,0 27 29 3,940 50
27 M25x15 22x27 20,5 39,0 11,0 41,0 34 36 7,500 25
36 M32x15 29x36 275 48,0 13,0 43,0 43 45 11,300 25
45 M40x15 38x45 35,0 57,0 13,0 43,0 52 54 15,000 20
56 M50x15 49x56 45,0 70,0 14,0 49,0 63 66 21,800 10
56 M63x15 49x56 45,0 74,0 14,0 49,0 70 70 27,100 10
us-P
10 7 7x10 6,0 19,0 7,0 28,0 15 17 1,420 50
14 9 10x 14 8,5 23,0 7,0 30,0 19 21 2,140 50
17 1 13x17 11,5 27,0 7,0 30,0 23 25 3,000 50
19 13,5 15x19 135 29,0 7,0 30,0 25 27 3,370 50
21 16 17 x 21 15,5 31,0 7,0 30,0 27 29 3,700 50
27 21 22x27 20,5 39,0 10,0 40,0 34 36 7,350 25
36 29 29x36 27,5 48,0 10,0 40,0 43 45 10,300 25
45 36 38x45 36,5 57,0 10,0 40,0 52 54 13,400 20
56 48 49x56 475 70,0 10,0 45,0 63 66 19,130 10
Metall-Schlaucholive Metal conduit olive
Sechskantschliisselflache hexagon wrench surface
feststehendes Anschlussgewinde fixed outer thread
inkl. O-Ring incl. O-Ring
FLEXA No. W % @
i
] Metr. ol oC oD E F SW  kg|100 St
EN 60423 mm mm mm mm mm mm pcs.
14 M12x15 15010023012 70 90 155 64 290 14 0360 10
17 M16x1,5 15010023016 10,0 120 190 65 290 17 2,300 10
19 M20x1,5 15010023020 120 140 243 65 290 22 3,400 10
21 M25x1,5 15010023025 140 16,0 30,1 65 290 27 4,400 10
27 M32x1,5 15010023032 190 21,0 391 65 321 35 8,600 5
36 M40x 1,5 15010023040 270 290 510 75 390 43 10,800 5
45 M50x1,5 15010023050 350 371 595 10,0 47,0 54 16,000 5
56 M63x1,5 15010023063 460 540 70,0 10,0 50,1 65 33,000 5
NIMS—-P
9 PG ol aC oD E F SW  kg|100 st
DIN 40430 mm mm mm mm mm mm pcs.
14 9 15010 022 009 7,0 90 21,0 60 290 19 2,500 10
17 11 15010022 011 10,0 120 240 6,0 290 22 3,200 10
19 13,5 15010022013 120 140 240 60 290 24 2,940 10
21 16 15010022016 140 160 260 60 290 24 3,500 10
27 21 15010 022 021 190 21,0 355 60 290 32 5,000 5
36 29 15010022029 270 290 440 80 390 41 10,000 5
45 36 15010022036 340 360 540 90 41,0 50 14,200 5

§ -40°C... +125°C| +250°C [MSD]






