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Corrugated tubing feedthrough, quick-type, straight, PG
nickel-plated brass outer thread, integrated snap-in
sleeve with sealing, high density, EN 45545-2 (HL3), incl.
0-ring (OR) and flat sealing (FRH)

Temperature: -50°C ... +120°C

Material: PA plastics | APPLICATIONS:

nickel-plated brass 58 - Application: Unique function allows seamless passage of th corrugated

tubing through the connector
- e.g. through a wall elememt / for static and dynamic applications indoor
and outdoor of railway cars / heavy machine and plant constructions

IP class [acc. to EN 60529]: IP 68]1P 69K

CHARACTERISTICS:

- rational tubing assembly due to one-piece connector
with push-in lock for corrugated tubings with coarse
and fine profile

- simple dismounting by displacing the snap-in sleeve

- smallest out dimensions to be used under confined
conditions

- free of silicone, cadmium and halogen

- self-extinguishing

- fit for high mechanical stress

- impact-resistant

- high torque of thread connection

- REACH and RoHS compliant
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FLEXA No. 0D Colour Thread []] gB @Bl c D ws Weight PU
[mm] type [mm] [mm] [mm] [mm] [mm] [mm] [kgl100] [pes.]
15020974229 28,5 Black PG29 29.0 37,0 48,0 14,0 46,0 46 7.200 25

Recommendations for any areas of applications, products, or product combinations are issued to the best of FLEXA’s knowledge and experience. The user is requested to check applicability of
FLEXA products to specific applications and purposes prior to the use of the particular products. All documentation, illustrations, and charts published are subject to copyright and must not be
copied, changed, used, or modified. Technical drawings, certificates, authorizations, and results by the FLEXA lab will be provided upon request. FLEXA will not be held liable for typographical or
other errors and incorrect drawings. Technical modifications are subject to change without prior notice.
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