
26.06.2026 | Page 1 of 1 Suction, blower, transport hoses

GPR | +400°C

Suction, blower, transport hosess

Suction and blower metal hose, polygonal cross section,
engaged angular profile, glass thread seal

Temperature: ... +400°C

Material: galvanized steel 

CHARACTERISTICS:

- Properties: very flexible
- twisting stability due to polygonal cross section
- high stability at low weight
- easy assembly

APPLICATIONS:

- Application: suction hose for smoke
- grinding dust
- swarfs plastic particles / waste gas hose for electric generators / flexible

connection in air conditioning plants / heating and blower hose

FLEXA No. DN ID OD BR stat. Weight PU 
 [mm] [mm] [mm] [mm] [kg|m] [m]

11030108025 25,0 25,0 29,0 80 0,48 50

11030108030 30,0 30,0 35,0 100 0,56 50

11030108035 35,0 35,0 40,0 110 0,64 50

11030108040 40,0 40,0 45,0 120 0,75 50

11030108045 45,0 45,0 50,0 140 0,88 25

11030108050 50,0 50,0 55,0 150 0,95 25

11030108055 55,0 55,0 60,0 170 1,05 25

11030108060 60,0 60,0 65,0 180 1,16 25

11030108065 65,0 65,0 72,0 240 1,43 25

11030108070 70,0 70,0 77,0 260 1,6 25

11030108075 75,0 75,0 82,0 280 1,7 25

11030108080 80,0 80,0 87,0 300 1,81 25

11030108090 90,0 90,0 97,0 340 2,02 25

11030108100 100,0 100,0 107,0 360 2,25 25

11030108120 120,0 120,0 127,0 400 2,64 10

11030108125 125,0 125,0 132,0 420 2,76 10

11030108140 140,0 140,0 147,0 480 3,05 10

11030108150 150,0 150,0 157,0 500 3,35 10

Recommendations for any areas of applications, products, or product combinations are issued to the best of FLEXA´s knowledge and experience. The user is requested to check applicability of
FLEXA products to specific applications and purposes prior to the use of the particular products. All documentation, illustrations, and charts published are subject to copyright and must not be
copied, changed, used, or modified. Technical drawings, certificates, authorizations, and results by the FLEXA lab will be provided upon request. FLEXA will not be held liable for typographical or
other errors and incorrect drawings. Technical modifications are subject to change without prior notice.
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