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Suction, blower, transport hosess

Conveying metal hose, polygonal with wound in helix,
jacketing and helix made of rustproof steel, glass thread
seal, higher tensile thrength

Temperature: ... +400°C

Material: rustproof steel 

CHARACTERISTICS:

- Properties the wound in helix provides especially in
the direction of flow a smooth unrestricted passage

- low pressure drop
- twisting stability due to polygonal cross section
- though highly stable
- flexible
- higher abrasion
- acid, temperature and scales resistance
- higher tensile strength

APPLICATIONS:

- Application: conveying hose for granular and powdered media
- e.g. swarfs
- granulates
- dust
- powder especially in the chemical and foodstuffs industry

FLEXA No. DN ID OD BR stat. Weight PU 
 [mm] [mm] [mm] [mm] [kg|m] [m]

11050808150 150,0 150,0 162,0 500 5,5 10

11050808050 50,0 50,0 56,0 280 1,8 10

11050808060 60,0 60,0 66,0 300 2,15 10

11050808065 65,0 65,0 71,0 310 2,25 10

11050808070 70,0 70,0 77,0 320 2,3 10

11050808080 80,0 80,0 87,0 345 2,45 10

11050808090 90,0 90,0 97,0 360 2,75 10

11050808100 100,0 100,0 109,0 400 3,15 10

11050808120 120,0 120,0 130,0 425 3,85 10

11050808200 200,0 200,0 213,0 650 7,1 10

11050808225 225,0 225,0 238,0 710 8,1 10

11050808125 125,0 125,0 135,0 450 4,05 10

11050808160 160,0 160,0 171,0 540 5,9 10

11050808180 180,0 180,0 192,0 620 6,6 10

11050808250 250,0 250,0 265,0 800 9,25 10

Recommendations for any areas of applications, products, or product combinations are issued to the best of FLEXA´s knowledge and experience. The user is requested to check applicability of
FLEXA products to specific applications and purposes prior to the use of the particular products. All documentation, illustrations, and charts published are subject to copyright and must not be
copied, changed, used, or modified. Technical drawings, certificates, authorizations, and results by the FLEXA lab will be provided upon request. FLEXA will not be held liable for typographical or
other errors and incorrect drawings. Technical modifications are subject to change without prior notice.
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