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KPS-HTS-650

Suction, blower, transport hosess

High temperature plastic hose for temperatures up to
+650°C, flame-resistant, axial compressable

Temperatura: -20°C ... +650°C ^
+750°C

Material: clip profile spiral:
hot-dip galvanised steel
band, wall: glass fabric,
outer layer: fabric
reinforced with VA wire

CARACTERÍSTICAS:

- Properties: very good temperature resistance
- outer chafing protection spiral
- flame-resistant
- increased vibration resistance via integrated

reinforecement components
- super lightweight withstands high mechanical loads
-  axial compressable
- silicone-free
- flexible
- limited suitability for long-term kink movements
- good vacuum resistance

APLICACIONES:

- Application: machine manufacturing / defence systems / oven
manufacturing

- heat protection / automotive and aircraft industry / shipbuilding industry /
mining and steel industry / suction / extraction of turbojet engine exhaust
fumes / suction during spark formation

FLEXA No. Colour DN BR stat. Weight PU 
  [mm] [mm] [kg|m] [m]

10170000050 white 50,0 30 1,1 3

10170000060 white 60,0 36 1,29 3

10170000070 white 70,0 41 1,47 3

10170000075 white 75,0 45 1,57 3

10170000080 white 80,0 48 1,66 3

10170000090 white 90,0 54 1,85 3

10170000100 white 100,0 60 1,57 3

10170000120 white 120,0 72 1,85 3

10170000125 white 125,0 75 1,93 3

10170000150 white 150,0 90 2,29 3

10170000160 white 160,0 96 2,43 3

10170000175 white 175,0 105 2,65 3

10170000180 white 180,0 108 2,72 3

10170000200 white 200,0 120 3,01 3

10170000225 white 225,0 158 3,36 3
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FLEXA No. Colour DN BR stat. Weight PU 
  [mm] [mm] [kg|m] [m]

10170000250 white 250,0 175 3,72 3

10170000275 white 275,0 193 4,08 3

10170000300 white 300,0 210 4,44 3

10170000325 white 325,0 228 4,8 3

10170000350 white 350,0 245 5,16 3

Empfehlungen zu Anwendungsgebieten, Einsatzbereichen, Produkten oder Produktkombinationen erfolgen von FLEXA nach bestem Wissen und bisherigen Erkenntnissen und Erfahrungen. Der
Einsatz von FLEXA Produkten für spezifische Anwendungen muss vom Benutzer unbedingt überprüft werden. Alle veröffentlichten Texte, Produktabbildungen, Zeichnungen und Tabellen dürfen
ohne die Zustimmung von FLEXA nicht kopiert, bearbeitet oder verändert werden. Technische Zeichnungen, Zulassungen, Zertifikate und Ergebnisse des FLEXA - eigenen Prüflabors werden auf
Anfrage gerne von uns zur Verfügung gestellt. Druckfehler, Fehler in technischen Zeichnungen, Irrtum und technische Änderungen behalten wir uns vor.
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