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Connectors

Heavy abrasion protector incl. screw made of stainless
steel, to protect the tubing installation, mainly for
extremely mechanical stresses

Temperatura: -50°C ... +120°C

Material: PA plastics 

CARACTERÍSTICAS:

- Properties: free of silicone, cadmium, halogen
- self-extinguishing
- fit for high mechanical stress
-  impact-resistant
-  incl. stainless steel screw with self-locking nut

Application: to protect the tubing installation mainly
for extremely mechanical stresses by automation or
railway

APLICACIONES:

- Application: machine and plant constructions / automotive / railway
industry / shipbuilding / automation / electrical installations

FLEXA No. Colour OD Ø A B C D Weight PU 
  [mm] [mm] [mm] [mm] [mm] [kg|100] [pcs.]

15524021200 Black 21,2 45,0 22,0 31,0 0 2,330 25

15524028200 Black 28,5 52,0 26,0 39,0 0 2,900 25

15524034200 Black 34,5 58,0 26,0 45,0 0 3,270 10

15524042200 Black 42,5 66,0 30,0 54,0 0 4,050 10

15524054200 Black 54,5 77,0 30,0 65,0 0 4,900 5

15524079200 Black 79,2 108,0 60,0 90,9 30,0 14,550 5

Empfehlungen zu Anwendungsgebieten, Einsatzbereichen, Produkten oder Produktkombinationen erfolgen von FLEXA nach bestem Wissen und bisherigen Erkenntnissen und Erfahrungen. Der
Einsatz von FLEXA Produkten für spezifische Anwendungen muss vom Benutzer unbedingt überprüft werden. Alle veröffentlichten Texte, Produktabbildungen, Zeichnungen und Tabellen dürfen
ohne die Zustimmung von FLEXA nicht kopiert, bearbeitet oder verändert werden. Technische Zeichnungen, Zulassungen, Zertifikate und Ergebnisse des FLEXA - eigenen Prüflabors werden auf
Anfrage gerne von uns zur Verfügung gestellt. Druckfehler, Fehler in technischen Zeichnungen, Irrtum und technische Änderungen behalten wir uns vor.
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