
04.03.2024 | Page 1 of 1 Tubing clamp systems

RQS

Tubing clamp systems for light, medium and
heavy duty applications

One-piece tubing clamp for medium and heavy
applications with through hole for fastening by screws,
ribbed fixing for strain relief, quick assembly, cover
connected with integral hinge, assembly of varying sizes
joined feasible, applicable in combination with C-profile
bars, HB (UL 94)

Temperatura: -40°C ... +120°C

Material: PA plastics 

CARACTERÍSTICAS:

- Properties: ribbed fixing for strain relief
- quick assembly by means of a film hinge
- assembly of varying sized joined in line
- for using in combination with C-profile bar
- free of silicone, cadmium, halogen
- fit for high mechanical stress
- impact-resistant

APLICACIONES:

- Application: for medium and heavy duty applications / machine and plant
constructions / insulated electrical installations for application rules
machine and plant constructions acc. to DIN EN 60204

FLEXA No. Colour OD A B C E F G Ø I Weight PU 
  [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [kg|100] [pcs.]

15030020207 Black 10,0 21,0 23,5 8,5 16,0 23 20 5,5 0,470 50

15030020209 Black 13,0 25,0 25,0 9,2 16,0 27 20 5,5 0,640 50

15030020211 Black 15,8 27,0 27,0 11,2 16,0 29 20 6,5 0,700 50

15030020213 Black 17,8 31,0 31,5 12,7 16,0 32 20 6,5 0,880 50

15030020216 Black 21,2 33,0 34,0 16,1 16,0 35 20 6,5 0,940 50

15030020221 Black 28,5 40,0 40,5 20,5 16,0 42 20 6,5 1,000 25

15030020229 Black 34,5 46,0 46,9 25,7 16,0 48 20 6,5 1,390 25

15030020236 Black 42,5 55,0 55,0 30,0 16,0 57 20 6,5 1,770 25

15030020248 Black 54,5 65,5 69,5 38,0 17,0 69 20 6,5 2,450 10

15030020007 Grey 10,0 21,0 23,5 8,5 16,0 23 20 5,5 0,470 50

15030020009 Grey 13,0 25,0 25,0 9,2 16,0 27 20 5,5 0,640 50

15030020011 Grey 15,8 27,0 27,0 11,2 16,0 29 20 6,5 0,700 50

15030020013 Grey 17,8 31,0 31,5 12,7 16,0 32 20 6,5 0,880 50

15030020016 Grey 21,2 33,0 34,0 16,1 16,0 35 20 6,5 0,940 50

15030020021 Grey 28,5 40,0 40,5 20,5 16,0 42 20 6,5 1,100 25

15030020029 Grey 34,5 46,0 46,9 25,7 16,0 48 20 6,5 1,390 25

15030020036 Grey 42,5 55,0 55,0 30,0 16,0 57 20 6,5 1,770 25

15030020048 Grey 54,5 65,5 69,5 38,0 17,0 69 20 6,5 2,450 10

Empfehlungen zu Anwendungsgebieten, Einsatzbereichen, Produkten oder Produktkombinationen erfolgen von FLEXA nach bestem Wissen und bisherigen Erkenntnissen und Erfahrungen. Der
Einsatz von FLEXA Produkten für spezifische Anwendungen muss vom Benutzer unbedingt überprüft werden. Alle veröffentlichten Texte, Produktabbildungen, Zeichnungen und Tabellen dürfen
ohne die Zustimmung von FLEXA nicht kopiert, bearbeitet oder verändert werden. Technische Zeichnungen, Zulassungen, Zertifikate und Ergebnisse des FLEXA - eigenen Prüflabors werden auf
Anfrage gerne von uns zur Verfügung gestellt. Druckfehler, Fehler in technischen Zeichnungen, Irrtum und technische Änderungen behalten wir uns vor.

FLEXA GmbH & Co Produktion und Vertrieb KG  |  Darmstädter Straße 184  |  63456 Hanau Germany  |  Tel +49 6181 677-0  |  Fax +49 6181 677-277  |  www.flexa.de | flexa@flexa.de


