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Suction, blower, transport hosess

Suction and blower metal hose, spirally rolled, polygonal
cross section, engaged angular profile, special fibre seal

Température: ... +120°C

Matériau: rustproof steel 

CHARACTERISTICS:

- Properties: very flexible
-  twisting stability due to polygonal cross section
- higher resistance to corrosion, scales, acids and

temperatures
- higher tensile strength
- high stability at low weight
- easy assembly

APPLICATIONS:

- Application: suction hose for smoke
- grinding dust
- swarfs
- plastic particles / waste gas hose for electric generators / conveying hose

in air conditioning plants
- heating / blower hose in building construction

FLEXA No. DN DI DE R stat. Poids UE 
 [mm] [mm] [mm] [mm] [kg|m] [m]

11020802050 50,0 50,0 55,0 170 0,96 20

11020802060 60,0 60,0 66,0 190 1,15 20

11020802070 70,0 70,0 76,0 210 1,31 20

11020802080 80,0 80,0 86,0 230 1,48 20

11020802090 90,0 90,0 96,0 250 1,7 20

11020802100 100,0 100,0 108,0 290 2,2 20

11020802120 120,0 120,0 128,0 330 2,65 20

11020802125 125,0 125,0 134,0 350 2,78 10

11020802150 150,0 150,0 160,0 450 3,35 10

11020802160 160,0 160,0 170,0 470 3,65 10

11020802175 175,0 175,0 185,0 510 4,1 10

11020802180 180,0 180,0 190,0 530 4,17 10

11020802200 200,0 200,0 210,0 570 4,55 10

11020802225 225,0 225,0 235,0 620 5 10

Les recommandations concernant les domaines d'application, les domaines d'utilisation, les produits ou les combinaisons de produits sont faites par FLEXA au mieux de ses connaissances et de ses
expériences antérieures. L'utilisation des produits FLEXA pour des applications spécifiques doit être vérifiée par l'utilisateur. Tous les textes publiés, les images de produits, les dessins de produits
et les listes ne peuvent être copiés, modifiés ou changés sans le consentement de FLEXA. Les dessins techniques, les approbations, les certificats et les résultats du propre laboratoire d'essai de
FLEXA sont disponibles sur demande. Pour les fautes d'impression, les erreurs dans les dessins techniques, les erreurs et les modifications techniques, nous n'assumons aucune responsabilit.
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