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RQK-GW-PA

Connectors

Repair sleeve, consists of two half shells with integrated
TPE-sealing, which can be fixed retrofit with self-locking
screws, can be mounted on both sides, V0 acc. to UL 94,
EN 45545-2 (HL3)

Température: -40°C ... +120°C

Matériau: Body plastics [PA] |
Sealing TPE 

Protection [acc. to EN 60529]:  IP 68 | IP 69K 

CHARACTERISTICS:

- Properties: Retrofit installation and repair of existing
protective conduit systems for fine and coarse profile

- simple mounting and dismounting with self-locking
screws

- free of silicone, cadmium, halogen
- self-extinguishing
- fit for high mechanical stress
-  impact-resistant
- especially for static and dynamic applications indoor

and outdoor of railway cars

APPLICATIONS:

- Application: for static and dynamic applications indoor and outdoor of
railway cars / heavy machine and plant constructions / insulated electrical
installations for application rules machine and plant constructions acc. to
DIN EN 60204

FLEXA No. Couleur DE Ø B1 Ø B2 Ø I D Poids UE 
  [mm] [mm] [mm] [mm] [mm] [kg|100] [Pcs]

15609042242 Black OD1 42,5, OD2, 42,5 71,0 71,0 33,0 80,0 10,0 1

15609054254 Black OD1 54,5, OD2, 54,5 82,0 82,0 47,0 100,0 14,2 1

Les recommandations concernant les domaines d'application, les domaines d'utilisation, les produits ou les combinaisons de produits sont faites par FLEXA au mieux de ses connaissances et de ses
expériences antérieures. L'utilisation des produits FLEXA pour des applications spécifiques doit être vérifiée par l'utilisateur. Tous les textes publiés, les images de produits, les dessins de produits
et les listes ne peuvent être copiés, modifiés ou changés sans le consentement de FLEXA. Les dessins techniques, les approbations, les certificats et les résultats du propre laboratoire d'essai de
FLEXA sont disponibles sur demande. Pour les fautes d'impression, les erreurs dans les dessins techniques, les erreurs et les modifications techniques, nous n'assumons aucune responsabilit.
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