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GM-P | PG thread

Accessories

Counternut especially for metal PG threads

Température: -40 °C ... +200°C

Matériau: nickel-plated brass

Pour gaine de protection: Counternut, 
APPLICATIONS:

- Application: Counternut especially for metal threads

FLEXA No. Filetage Couleur S SW Poids UE 
   [mm] [mm] [kg|100] [Pcs]

10530000007 PG 7 Other 2,8 15 0,190 100

10530000009 PG 9 Other 2,8 18 0,270 100

10530000011 PG 11 Other 3,0 21 0,310 100

10530000013 PG 13,5 Other 3,0 23 0,350 100

10530000016 PG 16 Other 3,0 26 0,500 100

10530000021 PG 21 Other 3,5 32 0,770 100

10530000029 PG 29 Other 4,0 41 1,290 100

10530000036 PG 36 Other 5,0 51 2,180 50

10530000048 PG 48 Other 5,5 64 3,440 25

Les recommandations concernant les domaines d'application, les domaines d'utilisation, les produits ou les combinaisons de produits sont faites par FLEXA au mieux de ses connaissances et de ses
expériences antérieures. L'utilisation des produits FLEXA pour des applications spécifiques doit être vérifiée par l'utilisateur. Tous les textes publiés, les images de produits, les dessins de produits
et les listes ne peuvent être copiés, modifiés ou changés sans le consentement de FLEXA. Les dessins techniques, les approbations, les certificats et les résultats du propre laboratoire d'essai de
FLEXA sont disponibles sur demande. Pour les fautes d'impression, les erreurs dans les dessins techniques, les erreurs et les modifications techniques, nous n'assumons aucune responsabilit.
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