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HG-PET022

Protective conduits

Wire braiding consisting of round braided monofiles with
double crossed looping at the different braiding angles,
Coverage: > 85%, EN 45545-2 (R22;HL2), (R23;HL3)

Température: -50°C ... +150°C ^ 175°C 

Matériau: PET-monofiles, diamete
r 0.22 mm

CHARACTERISTICS:

- Properties: easy pulling in of cables even in case of
long distances

- resistant to abrasion
-  free of silicone | cadmium | halogen
-  resistance of fuel and mineral oils 
- self-extinguishing
- UV resistant

APPLICATIONS:

- Application: cable bundling / machine and plant constructions /
automotive / railway industry / shipbuilding / automation / electrical
installations

FLEXA No. Couleur NW Application Poids UE 
  [mm] [mm] [kg|m] [m]

10239602008 Black 4,0 4-8,0 0,006 200

10239602011 Black 5,0 3-11,0 0,007 200

10239602014 Black 8,0 6-14,0 0,010 150

10239602020 Black 10,0 8-20,0 0,012 150

10239602025 Black 15,0 13-25,0 0,013 100

10239602030 Black 18,0 15-30,0 0,015 100

10239602038 Black 25,0 28-38,0 0,024 100

10239602050 Black 30,0 24,0-50,0 0,034 100

10239602060 Black 36,0 23,0-60,0 0,042 100

10239602080 Black 50,0 34,0-80,0 0,051 50

10239601008 Grey 4,0 4-8,0 0,006 200

10239601011 Grey 5,0 3-11,0 0,007 200

10239601014 Grey 8,0 6-14,0 0,010 150

10239601020 Grey 10,0 8-20,0 0,012 150

10239601025 Grey 15,0 13-25,0 0,013 100

10239601030 Grey 18,0 15-30,0 0,015 100

10239601038 Grey 25,0 28-38,0 0,024 100

10239601050 Grey 30,0 24,0-50,0 0,034 100

10239601060 Grey 36,0 23,0-60,0 0,042 100

10239601080 Grey 50,0 34,0-80,0 0,051 50

Les recommandations concernant les domaines d'application, les domaines d'utilisation, les produits ou les combinaisons de produits sont faites par FLEXA au mieux de ses connaissances et de ses
expériences antérieures. L'utilisation des produits FLEXA pour des applications spécifiques doit être vérifiée par l'utilisateur. Tous les textes publiés, les images de produits, les dessins de produits
et les listes ne peuvent être copiés, modifiés ou changés sans le consentement de FLEXA. Les dessins techniques, les approbations, les certificats et les résultats du propre laboratoire d'essai de
FLEXA sont disponibles sur demande. Pour les fautes d'impression, les erreurs dans les dessins techniques, les erreurs et les modifications techniques, nous n'assumons aucune responsabilit.
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