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Protective conduits

Wire braiding consisting of round braided monofiles with
double crossed looping at the different braiding angles,
Coverage: > 85%, for engine compartment, vehicle
interior, underbody area and bodywork.  

Température: -55°C ... +150°C

Matériau: PET monofiles,
diameter 0.25 mm

CHARACTERISTICS:

- excellent mechanical protection
- low weight, low volume, high flexibility
- density construction, high surface cover
- very good media resistance
- self-extinguishing (DIN 75200, FMVSS 302)
- fire class (DIN 5510 Part 1 + 2)
- 100 % recyclable

APPLICATIONS:

- Application: vehicle construction / engine compartment / vehicle interior /
underbody area / bodywork / rail vehicles / e-buses

FLEXA No. Couleur NW Application Poids UE 
  [mm] [mm] [kg|m] [m]

10239609010 Other 5,0 4,0-10,0 0,005 200

10239609011 Other 8,0 6,0-11,0 0,006 150

10239609014 Other 10,0 8,0-14,0 0,009 150

10239609022 Other 14,0 10,0-22,0 0,011 100

10239609025 Other 20,0 18,0-25,0 0,020 100

10239609033 Other 25,0 18,0-33,0 0,030 100

10239609045 Other 32,0 28,0-45,0 0,040 100

10239609060 Other 45,0 38,0-60,0 0,050 100

10239609080 Other 50,0 35,0-80,0 0,060 50

Les recommandations concernant les domaines d'application, les domaines d'utilisation, les produits ou les combinaisons de produits sont faites par FLEXA au mieux de ses connaissances et de ses
expériences antérieures. L'utilisation des produits FLEXA pour des applications spécifiques doit être vérifiée par l'utilisateur. Tous les textes publiés, les images de produits, les dessins de produits
et les listes ne peuvent être copiés, modifiés ou changés sans le consentement de FLEXA. Les dessins techniques, les approbations, les certificats et les résultats du propre laboratoire d'essai de
FLEXA sont disponibles sur demande. Pour les fautes d'impression, les erreurs dans les dessins techniques, les erreurs et les modifications techniques, nous n'assumons aucune responsabilit.
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