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RQK-GW-PA

Connectors

Repair sleeve, consists of two half shells with integrated
TPE-sealing, which can be fixed retrofit with self-locking
screws, can be mounted on both sides, V0 acc. to UL 94,
EN 45545-2 (HL3)

Temperatura: -40°C ... +120°C

Materiale: Body plastics [PA] |
Sealing TPE 

classe IP [acc. to EN 60529]:  IP 68 | IP 69K 

CARATTERISTICHE:

- Properties: Retrofit installation and repair of existing
protective conduit systems for fine and coarse profile

- simple mounting and dismounting with self-locking
screws

- free of silicone, cadmium, halogen
- self-extinguishing
- fit for high mechanical stress
-  impact-resistant
- especially for static and dynamic applications indoor

and outdoor of railway cars

APPLICAZIONI:

- Application: for static and dynamic applications indoor and outdoor of
railway cars / heavy machine and plant constructions / insulated electrical
installations for application rules machine and plant constructions acc. to
DIN EN 60204

FLEXA No. Colour OD Ø B1 Ø B2 Ø I D Weight PU 
  [mm] [mm] [mm] [mm] [mm] [kg|100] [pcs.]

15609042242 Black OD1 42,5, OD2, 42,5 71,0 71,0 33,0 80,0 10,0 1

15609054254 Black OD1 54,5, OD2, 54,5 82,0 82,0 47,0 100,0 14,2 1

Empfehlungen zu Anwendungsgebieten, Einsatzbereichen, Produkten oder Produktkombinationen erfolgen von FLEXA nach bestem Wissen und bisherigen Erkenntnissen und Erfahrungen. Der
Einsatz von FLEXA Produkten für spezifische Anwendungen muss vom Benutzer unbedingt überprüft werden. Alle veröffentlichten Texte, Produktabbildungen, Zeichnungen und Tabellen dürfen
ohne die Zustimmung von FLEXA nicht kopiert, bearbeitet oder verändert werden. Technische Zeichnungen, Zulassungen, Zertifikate und Ergebnisse des FLEXA - eigenen Prüflabors werden auf
Anfrage gerne von uns zur Verfügung gestellt. Druckfehler, Fehler in technischen Zeichnungen, Irrtum und technische Änderungen behalten wir uns vor.
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