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ADMF-M

Accessories

Fire protection closure, inner | outer thread, fire barrier
for fed-through cables, minimum of 30 minutes fire
blocking (E30) 

Temperatura: -40° C ... + 600°C ^
+850°C

Materiale: Body: nickel-plated
brass | galvanized steel
on request, O-ring:
Perbunan, Inlay: carbon
based

CARATTERISTICHE:

- Properties: minimum of 30 minutes fire blocking (E30)
- horizontal and vertical fitting position fire barrier in

combination with connectors
- REACH and RoHS compliant Application: Railway

industry acc. to EN 45545-3: E30
- Electrical installations for application rules machine

and plant constructions acc. to DIN EN 60204

FLEXA No. Thread Ø I C D WS PU 
 type [mm] [mm] [mm] [mm] [pcs.]

15010033016 M16x1, 5 13,0 12,0 38,5 22 25

15010033020 M20x1, 5 16,5 12,0 41,0 27 25

15010033025 M25x1, 5 21,0 13,0 49,0 32 10

15010033032 M32x1, 5 27,5 14,0 52,5 41 10

15010033040 M40x1, 5 35,0 17,0 63,5 46 2

15010033050 M50x1, 5 45,0 17,0 70,0 60 2

Empfehlungen zu Anwendungsgebieten, Einsatzbereichen, Produkten oder Produktkombinationen erfolgen von FLEXA nach bestem Wissen und bisherigen Erkenntnissen und Erfahrungen. Der
Einsatz von FLEXA Produkten für spezifische Anwendungen muss vom Benutzer unbedingt überprüft werden. Alle veröffentlichten Texte, Produktabbildungen, Zeichnungen und Tabellen dürfen
ohne die Zustimmung von FLEXA nicht kopiert, bearbeitet oder verändert werden. Technische Zeichnungen, Zulassungen, Zertifikate und Ergebnisse des FLEXA - eigenen Prüflabors werden auf
Anfrage gerne von uns zur Verfügung gestellt. Druckfehler, Fehler in technischen Zeichnungen, Irrtum und technische Änderungen behalten wir uns vor.
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