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RQMR-MOVE

Tubing clamp systems for light, medium and
heavy duty applications, EN 45545-2 (HL3)

Moveable insert for heavy tubing holder RQM with
additional ribbed, fixing for strain relief, for flexible
applications, V0 acc. to UL 94, EN 45545-2 (HL3)

Temperatura: -40°C ... +120°C

Materiale: PA plastics 

CARATTERISTICHE:

- Properties: assembly only with tubing clamp RQM
- rational tubing assembly for corrugated tubings with

coarse and fine profile
- smallest outer dimensions
- free of silicone, cadmium, halogen
- self-extinguishing
- vibration resistant
-  fit for high mechanical stress
-  impact-resistant

APPLICAZIONI:

- Application: for heavy duty applications / machine and plant constructions
/ insulated electrical installations for application rules machine and plant
constructions acc. to DIN EN 60204 / Railway Industrie

FLEXA No. Colour OD holder OD conduit (B) Weight PU 
  [mm] [mm] [kg|100] [pcs.]

15607028234 Other 34,5 28,5 0,760 10

15607021242 Other 21,2 1,700 10

15607028242 Other 28,5 1,340 10

15607034242 Other 42,5 34,5 1,100 10

15607042254 Other 54,5 42,5 1,720 10

15607054270 Other 70,0 54,5 5,020 10

Empfehlungen zu Anwendungsgebieten, Einsatzbereichen, Produkten oder Produktkombinationen erfolgen von FLEXA nach bestem Wissen und bisherigen Erkenntnissen und Erfahrungen. Der
Einsatz von FLEXA Produkten für spezifische Anwendungen muss vom Benutzer unbedingt überprüft werden. Alle veröffentlichten Texte, Produktabbildungen, Zeichnungen und Tabellen dürfen
ohne die Zustimmung von FLEXA nicht kopiert, bearbeitet oder verändert werden. Technische Zeichnungen, Zulassungen, Zertifikate und Ergebnisse des FLEXA - eigenen Prüflabors werden auf
Anfrage gerne von uns zur Verfügung gestellt. Druckfehler, Fehler in technischen Zeichnungen, Irrtum und technische Änderungen behalten wir uns vor.
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