
16.06.2025 | Page 1 of 1 Connectors

RQLG1Z-S

Connectors

Plastic connector, quick-type straight for facade and
window construction, plug-type connection with strain
relief, quick installation from the outside, free of thermal
bridges and waterproof

Temperatura: Temperature: -30°C ...
+100°C

Materiale: PA plastics

classe IP [acc. to EN 60529]:  IP 66

CARATTERISTICHE:

- Properties: for quick assembly without counter nut
- for wall thicknesses from 1 to 4 mm
- free of silicone, cadmium, halogen
- self-extinguishing
- fit for high mechanical stress
- impact-resistant
- REACH and RoHS compliant

APPLICAZIONI:

- Application: Facade- and window construction / machine and plant
constructions / electrical installations

FLEXA No. OD Colour Klemmbereich Ø I Ø B D WS1 WS2 Weight PU 
 [mm]  [mm] [mm] [mm] [mm] [mm] [mm] [kg|100] [pcs.]

15116021208 21,2 Black 3,5-8,0 27,3 37,0 65,0 24 27 1,870 50

15116021213 21,2 Black 7,0-13,0 27,3 37,0 65,0 24 27 1,870 50

Empfehlungen zu Anwendungsgebieten, Einsatzbereichen, Produkten oder Produktkombinationen erfolgen von FLEXA nach bestem Wissen und bisherigen Erkenntnissen und Erfahrungen. Der
Einsatz von FLEXA Produkten für spezifische Anwendungen muss vom Benutzer unbedingt überprüft werden. Alle veröffentlichten Texte, Produktabbildungen, Zeichnungen und Tabellen dürfen
ohne die Zustimmung von FLEXA nicht kopiert, bearbeitet oder verändert werden. Technische Zeichnungen, Zulassungen, Zertifikate und Ergebnisse des FLEXA - eigenen Prüflabors werden auf
Anfrage gerne von uns zur Verfügung gestellt. Druckfehler, Fehler in technischen Zeichnungen, Irrtum und technische Änderungen behalten wir uns vor.
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