
04.03.2024 | Page 1 of 1 Conduits

LIQUID-TIGHT-FOOD

Protective metal conduits liquid tight

Protective metal conduit, strip-wound, hooked profile,
special fibre sealing, liquid tight, smooth, food-save PU
sheathing

Temperatura: -40°C ... +80°C ^ +110°C

Materiale: cold strip galvanized |
PU

classe IP [acc. to EN 60529]:  IP 68 | IP 69K

CARATTERISTICHE:

- Properties: food-safe
- extremely liquid-tight
- widely resistant to acid and petrol
- highly oil-resistant
- free of halogen silicone, cadmium
- microbe resistant
- flexible
-  UV resistant
- self-extinguishing

APPLICAZIONI:

- Application: food and beverage industry /automotive / electrical
installations / machine and plant constructions / for international
applications

FLEXA No. Colour OD ID OD BR stat. BR dyn. Weight PU 
  [mm] [mm] [mm] [mm] [mm] [kg|m] [m]

12083914016 Blue 1/2 inch 16,0 21,0 105 260 0,300 50

12083914021 Blue 3/4 inch 21,0 26,5 175 430 0,460 50

12083914026 Blue 1 inch 26,5 33,0 200 500 0,650 25

12083914035 Blue 1 1/4 inch 35,5 42,0 240 600 1,000 25

Empfehlungen zu Anwendungsgebieten, Einsatzbereichen, Produkten oder Produktkombinationen erfolgen von FLEXA nach bestem Wissen und bisherigen Erkenntnissen und Erfahrungen. Der
Einsatz von FLEXA Produkten für spezifische Anwendungen muss vom Benutzer unbedingt überprüft werden. Alle veröffentlichten Texte, Produktabbildungen, Zeichnungen und Tabellen dürfen
ohne die Zustimmung von FLEXA nicht kopiert, bearbeitet oder verändert werden. Technische Zeichnungen, Zulassungen, Zertifikate und Ergebnisse des FLEXA - eigenen Prüflabors werden auf
Anfrage gerne von uns zur Verfügung gestellt. Druckfehler, Fehler in technischen Zeichnungen, Irrtum und technische Änderungen behalten wir uns vor.
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